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New tank cleaning head for 100mm openings 

The new tank cleaning head TWK 100-600 was developed for large tanks with 

small openings of just 100mm. This is the only tank cleaning head in the world, 

that achieves a very high cleaning performance despite its narrow 

construction design. 

 

High pressure water can be used to remove almost all deposits in containers of any size: A high pressure plunger 

pump forces water at a high pressure level through the nozzles of the URACA TWK. The water jet cuts through the 

deposits and removes the dirt across the entire surface, thanks to its defined movement sequence. Cleaning the 

inside of containers with high pressure water is an environmentally-friendly process that does not require the use 

of chemicals, mechanical tools or boiling. 

The new TWK 100-600 is a fully-featured, self-propelled TWK with a large throw range that has been specially 

designed for large tanks with only a small opening. In the past, these containers had to be cleaned with special 

lances, which is very time-consuming and expensive. Due to the centric interference circuit of TWK 100-600, this is 

now performing automatically. The nozzle rotation is running slowly and takes place in two planes. The TWK 100-

600 has very stable high pressure seals and a high gear ratio which enables a very wide rotor speed range (4-40 min-1) 

in conjunction with the eddy current brake.  The spray pattern is very balanced so the cleaning can be carried out 

very efficiently. 

The TWK 100-600 can also be inserted into existing sensor and measuring openings (DN100). Due to the V4A 

materials, its construction design and its fully sealed gearbox it is suitable for beeing used in the food industry. 

The TWK 100-600 is compatible with many URACA pumps and can be operated with small units beginning with 15 

kW. An extensive range of accessories such as rotors and nozzles is also available. 

Bad Urach, 27.05.2024 
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Technical data 

 

Operating pressure: 100 to 600 bar  

Flow rate: 50 to 150 l/min  

Enforceable power: 15 to 150 kW  

Rotor rotation speed: 4 to 40 min-1 (freely adjustable)  

Medium temperature: +5 to +70 °C (short term 95 °C)  

Disturbance circle (min.): 100 mm (centric)  

Nominal diameter: 10 

Kv-value: 27 (incl. rotor)   

Materials: V4A / Bronze / Viton / PET(G) Acid and Alkali resistant  

Weight: 10,4 kg (incl. rotor)  
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Image caption:  

The slimline power for cleaning large The TWK 100-600 is compatible with many URACA pumps. 

containers with small openings. 
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URACA GmbH & Co. KG 

URACA is one of the leading international manufacturers of plunger pumps and high pressure cleaning systems for over 

130 years. The privately owned company was founded in Bad Urach in 1893. Today it has about 400 employees, including 

about 20 trainees. The annual turnover amounts to approximately 88 million Euro, the export share is more than 60 per 

cent. The companys main activity is the design and production of high pressure plunger pumps and units for operating 

pressures up to 3,000 bar/ 43,500 psi and driving powers up to 2,600 kW / 3,500 HP as well as complete cleaning systems. 

For further information, please visit our website: www.uraca.com  


